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PACKAGE SAMPLEITEM# DESCRIPTION QTY.

SKID NUT  
1/4" I.D. 

8

TABLE TENNIS TABLE HARDWARE

HEX HEAD CROSS BOLT
1/4"  2"(M6X50mm)X

4
HEX HEAD CROSS BOLT
1/4"  1-9/16"(M6X40mm)X

SKID NUT  
1/2" I.D. 

HEX HEAD BOLT
1/2"  6"(M12X150mm)X 4

4

4
HEX HEAD CROSS BOLT
1/4"  2-3/4"(M6X70mm)X

SKID NUT  
1/4" I.D. 

4

4
HEX HEAD CROSS BOLT
1/4"  2-3/4"(M6X70mm)X

SKID NUT  
1/4" I.D. 

4

NYLON WASHER
 1/4" I.D. 8

4
FLAT WASHER

 1/4" I.D. 

4

SKID NUT  
1/4" I.D. 

4

HEX HEAD CROSS BOLT
1/4"  2"(M6X50mm)X

8NYLON BUSHINGS
 1/4" I.D. 

NYLON WASHER
 1/4" I.D. 8

8

FLAT WASHER
 1/4" I.D. 

FLAT WASHER
 1/4" I.D. 

4

H18

4
HEX HEAD CROSS BOLT
1/4"  2-3/4"(M6X70mm)X
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PACKAGE SAMPLEITEM# DESCRIPTION QTY.

TABLE TENNIS TABLE HARDWARE

BEARING
 1/2" I.D. 

8

11/4"(M6)

1/4"(M6)

1/2"(M12)

1/2"(M12)

1/8"(M3)

1

1

1

1

T
O
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8FLAT HEADED SCREW
1/8"  5/8"(M3X15mm)X

SKID NUT  
1/4" I.D. 

8H19

H20

H21

H22

4
HEX HEAD CROSS BOLT
1/4"  11/16"(M6X17mm)X
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TABLE TENNIS TABLE COMPONENT PARTS

UNDERCARRIAGE

CLIP

UP

2

4

2

BALLS CLAMP

BATS CLAMP

BASE FRAME

2

2

2

2

BASE BEAM

TABLE TOP

PACKAGE SAMPLEITEM# DESCRIPTION QTY.

4LEG PAD

11

12

4PLASTIC PLUG14

NET

WHEEL 4

1



1/4"x2" 8 PCS 1/4" ID. 8 PCS

3

4
H2

H1

Outwards

Outwards

4 PCS 4 PCS1/2" ID. 8 PCS

H3

H22

H22

H4

1
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1/2"x6" 1/2" ID.

5



FIG.4

FIG3

Page 5

8

9B
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H24

H21

UP

UP

UP

Install the ball clamps 
printed with “UP” side 
facing upwards.

*
Turn the Balls Clamp with slope 
side facing upwards for taking 
out balls easier.

Attach the Balls Clamp and Bats 
Clamp to the undercarriage of table.

*

*

8 PCS1/8"x5/8" 

X 2

1/4"x2-3/4" 4 PCS 1/4" ID. 4 PCS

H5

H7
H6

1/4" ID. 4 PCS

5

5



FIG.6

FIG.5
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4 PCS

1/4" ID. 4 PCS

1/4" ID. 4 PCS 1/4" ID. 8 PCS

2

1/4"x2-3/4" 
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FIG.8

FIG.7
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1/4"x2" 4 PCS 1/4" ID.1/4" ID. 4 PCS8 PCS

X 2
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H13

H14

H14

H12
H13

H137

5



FIG.9
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FIG.10

H15

H16

H18

H17
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H19

4 PCS

4 PCS

4 PCS

4 PCS

4 PCS 4 PCS

4 PCS

4 PCS

1/4"x2-3/4" 

1/4" ID. 1/4" ID.

1/4" ID.

1/4" ID. 1/4" ID.

1/4" ID.

1/4"x1-9/16" 

5

H19

H17



FIG.11

FIG.12

Page 9

H16

H18

H19

H17

4 PCS

4 PCS

4 PCS

4 PCS

4 PCS 4 PCS

4 PCS

4 PCS

1/4"x2-3/4" 

1/4" ID. 1/4" ID.

1/4" ID.

1/4" ID. 1/4" ID.

1/4" ID.

1/4"x1-9/16" 

5

H15

H18

H17

H19



FIG.13

FIG.14

Insert the plastic plug 
of the slide rail.*
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H20

H20

FIG.15

FIG.16

 PINS

TAKE OUT THE PINS AND INSERT INTO 
POST AFTER GETTING THROUGH THE NET. *

11

12

4 PCS1/4"x11/16" 

5
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SECURE THE CABLES AND BEADS TOGETHER 
AND ATTACH THEM TO THE SECURING HOLES 
OF NET CLIP, THEN ADJUST THE NET HEIGHT 
BY TURNING THE BOTTOM BUTTON.

*FIG.17

FIG.18
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FINISH
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